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Features and Benefits 
• Highly efficient saw head perfectly suited for small to medium size drive-to-tree carriers in thinning. 
• Large accumulation side pocket for more economical small diameter tree felling. 
• See-through design for optimum visibility and performance 
• Saw base with large throat opening 
• Saw disk available in either one-piece or segmented style with four sided rotatable QuadTooth® system 
 
 

Specifications 
Model 206 227 
Cutting capacity 20” 22” 
Accumulating area 6 sq.ft. 7 sq.ft. 
Weight1  5,660 lbs 6,260 lbs 

Height2 92” / 109” 96” / 113” 
Width 58” 64” 

Dimensions 

Depth 60” 66” 
Tip-to-tip diameter 52” 57” 
Overall weight 560 lbs 680 lbs 
Saw speed 1,250 rpm 1,100 rpm 
Max. throat opening 35 1/8” 38 ½” 
Throat opening at the tips 32” 36 ½” 

Disk data 

 Standard disk is one-piece style, optional one-leg/full-cover with field 
replaceable bolt-on tooth holders available on request, (16) no-shank style 
2-¼" kerf teeth with robust 1" bolt, choice of heat treated Concave or 
Beaver®, or carbide teeth 

Accumulator arm Standard equipment.  Cam controlled, double articulation arm for 
increased capacity and ease of cycling.  Located up high for increased 
leverage and better accumulation.  3 ½” cylinder, cushioned in both 
directions 

Grab arm Large sweep arm with 3 ½" cylinder, cushioned in both directions 
 
1Weight for drive-to-tree configuration, including skis, typical mounting lugs and pins, excluding tower extension. 
2Heights: without tower extension / with tower extension installed 
Manufacturer reserves the right to modify these specifications without prior notice 


